
Skillbuild Competition Regional Qualifiers : Risk Assessment
Assigned to: All locations

Organisation: CITB
Address: Sand Martin House

Bittern Way

Peterborough

PE2 8TY

Risk Assessment Description

Skill Build is a multi-trade competition in the UK for construction trainees and apprentices. A series of competitions sees the competitors compete against each other for the highest scores in their
chosen trade. Competitors will be tested not only on their technical abilities, health and safety compliance but on their time management, character and commitment. The competitions are held
regionally with the potential to compete on the European and global stage. Skill Build competitions deliver ten craft occupations. These occupations are: Bricklaying; Carpentry; Furniture and Cabinet
Making; Joinery; Painting and Decorating; Plastering; Plastering and Drywall Systems; Roof Slating and Tiling; Stonemasonry; Wall and Floor Tiling

Identified hazards

















Hazard description Who might be harmed and how Control measures Risk rating Last amended

Roof Slating and Tiling Activity Competitors; Technicians; Judges;
CITB Delivery Team; College/Venue
employees; Visitors;
Anyone in the vicinity of the activity
Trip, fall, laceration, Physical Injury/ill
health sustained whilst attending the
competition
Person is at risk from - inhalation,
ingestion, Absorption through the
skin and injection through the skin

Competitors are instructed to report any incidents,
injuries or adverse reactions.
Competitors are instructed to wash their hands before
eating.
Restricted access to all except operatives, judges and
delivery team.
Working area
• Work area to be kept tidy, off-cuts/waste to be placed in
nominated position
• Materials to be stacked/tidy and only removed when
going to be used
• Tools to be kept tidy when not in use.
Falls from height
• Small rigs are used at ground level to prevent
competitors falling from height
• Competitors will still access roof rigs to reach ridge but
this will be at minimal height
• Judges are responsible for ensuring the correct
equipment used based on the level of risk
Dust
• To remove the risk of silica dust all slates to be cut
manually using specialist slate cutters and hole punchers
• No power tools to be used for cutting.
 Cutting/drilling
• Mandatory eye protection standard EN166 Grade F to
be worn at all times whilst carrying out activity.
• Gloves standard EN388 cut resistance Level 3 to be
worn during cutting and drilling.

Low
on: 03/03/2022





Actions
Check name Check desc Due

Reading a Risk assessment PLease read the Skill Build risk assessment
Ref: Generic risk assessment: Skillbuild Competition Regional Qualifiers 03/03/2022




